
Breezair EA Series
Technical Data



A B C D E F G H I J K L
760 805 745 730 670 406 932 298 187 120 610 530
760 805 745 730 670 450 450 18 165 nil 610 480

EA70
Cabinet Details

SIDE DISCHARGE

DOWN DISCHARGE
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It is the policy of Seeley International to introduce continual product improvement. Accordingly, specifications are subject to
change without notice. Please consult with your dealer to confirm the specifications of the model selected.

Note: Duct adaptor not available for down discharge model.

Dimensions are in mm.

Model
Side
Down



TOP DISCHARGE

SIDE DISCHARGE

DOWN DISCHARGE

A B C D E F G H I J K L M N
760 1005 945 930 870 580 450 90 200 40 585 110
760 1005 945 930 870 506 392 392 237 120 585 110
760 1005 945 930 870 552 552 552 214 50 585 110 695 335

EA90
Cabinet Details

2

It is the policy of Seeley International to introduce continual product improvement. Accordingly, specifications are subject to
change without notice. Please consult with your dealer to confirm the specifications of the model selected.

Dimensions are in mm.

Model
Top
Side
Down



TOP DISCHARGE

SIDE DISCHARGE

DOWN DISCHARGE

A B C D E F G H I J K L M N
1060 1005 945 930 870 580 450 90 200 40 585 110
1060 1005 945 930 870 506 385 395 237 120 585 110
1060 1005 945 930 870 552 552 45 214 50 585 110 695 335

EA120
Cabinet Details
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It is the policy of Seeley International to introduce continual product improvement. Accordingly, specifications are subject to
change without notice. Please consult with your dealer to confirm the specifications of the model selected.

Dimensions are in mm.

Model
Top
Side
Down



EA140 TOP DISCHARGE

EA150 DOWN DISCHARGE

EA140 & EA150
Cabinet Details

A B C D E F G H I J K L M N
1060 1005 945 930 580 580 460 90 200 40 585 110
1060 1005 945 930 870 552 552 45 214 50 585 110 695 335
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It is the policy of Seeley International to introduce continual product improvement. Accordingly, specifications are subject to
change without notice. Please consult with your dealer to confirm the specifications of the model selected.

Dimensions are in mm.

Model
Top

Down



Tank

Duct
Adaptor

Tank

Detail this corner
Detail this
corner

Note: if preferred, this angle can
turned up and inserted between the
tank and the adaptor (as shown).

Please note: intention is for
the tank base to be supported
on the steel frame on three
sides. At the front the duct
adaptor prevents this (on the
EA150) but three sided
support is sufficient.

Front
View
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It is the policy of Seeley International to introduce continual product improvement. Accordingly, specifications are subject to
change without notice. Please consult with your dealer to confirm the specifications of the model selected.



Suggested wall mounting frame for Breezair "EA" air cooler.

Material: 50 x 4 mm steel angle,
galvanised or protective painted.
Wall anchors: good quality metal
anchors.

960mm
(outside dimenson) 885mm

(inside dimenson)
300mm

1200m
m
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It is the policy of Seeley International to introduce continual product improvement. Accordingly, specifications are subject to
change without notice. Please consult with your dealer to confirm the specifications of the model selected.



Wiring Diagram
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It is the policy of Seeley International to introduce continual product improvement. Accordingly, specifications are subject to
change without notice. Please consult with your dealer to confirm the specifications of the model selected.



Variable Pitch
Pulley Adjustment

(1)....... Remove the drive belt.

(2).......To adjust the pulley: (Fig 1) remove the securing screw (D) that
holds the locking cap (A) in place, then remove the cap. The adjustable
half of the pulley is now free to be adjusted by rotating it by hand.

(3).......To increase the blower speed and therefore increase the motor
amps, the two halves of the pulley must be closer together, ie. hold the
fixed half of the pulley (E) with one hand and turn the adjustable half of
the pulley (C) clockwise with the other hand (pulley in).

(4).......To decrease the blower speed and therefore decrease the motor
amps, the two halves of the pulley must be further apart, i.e.. hold the
fixed half of the pulley (E) with one hand and turn the adjustable half of
the pulley (C) anti-clockwise  with the other hand (pulley out).

(5).......When an adjustment is made: (Fig 1) replace the locking cap by
aligning the nearest screw holes of the adjustable half of the pulley with
the holes in the locking ring. Lock the ring into place with the securing
screw, take care not to strip the thread by over tightening the screw.
Refit the belt, ensure tension is correct (i.e. no slipping and not too tight,
as this will affect the motor amps) then check the motor amps.

(6).......Smaller adjustments should be made each time you approach
the desired setting. See heading "Belt Tension" in the installation manual
for correct belt setting.

MOTOR

15/20 mm

BELT TENSION SCREW

PULLEY

ILL034C

Figure 6

EA Coolers
All EA air conditioners are fitted with a variable pitch pulley so that the full
potential of the motor can be utilised. The pulley is set at the factory to
approximate the full motor load with the machine at free delivery. When
installed and operating against system resistance, (with doors and windows
open fully) adjustment may be made to the pulley in order that all the
available power is utilised.

PULLEY ADJUSTMENT
Important! Never attempt this adjustment with the Cooler operating. Pulley adjustment is made with the
Cooler power switched OFF at the switch inside the cooler

Note.
Too much belt tension will increase
motor load, and shorten belt and
bearing life.Too little belt tension will
cause belt slippage and excessive belt
and pulley wear.
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It is the policy of Seeley International to introduce continual product improvement. Accordingly, specifications are subject to
change without notice. Please consult with your dealer to confirm the specifications of the model selected.

ILL1208-B

A

C
             PULLEY OUT

PULLEY IN

B

E

D

Figure 1 :
             A = Locking Cap.
             B = Fixed Sheave.
             C = Adjustable Sheave.
              D = Locking Cap securing screw.
              E = Grub screw.



Sound Levels

SOUND POWER LEVEL (SWL)

Breezair EA series OCTAVE BAND CENTRE FREQUENCY (Hz)
Model 125 250 500 1k 2k 4K dBA
EA70 Radiated 76 73 73 68 66 59 74
EA90 Radiated 81 75 76 73 70 63 78
EA120 Radiated 78 77 76 73 70 61 78
EA145 Radiated 81 79 81 79 76 67 83
EA150 Radiated 81 79 81 78 75 67 82
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It is the policy of Seeley International to introduce continual product improvement. Accordingly, specifications are subject to
change without notice. Please consult with your dealer to confirm the specifications of the model selected.


